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This guide describes how to install the Agilent 7697A 
Headspace Sampler (HS). This guide assumes that the GC is 
installed, configured, and operating properly, along with any 
associated data system.

This chapter describes the installation steps to unpack and 
install the instrument. The next chapter describes how to 
start up the HS for the first time and verify it is operating 
properly.
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1 Installation
Before You Begin
6

Before installing the headspace sampler (HS), review the 
information below.
Tools required for installation
The following tools and parts are needed for installation.
Table 1 Tools and parts for installation 

Tool Agilent part number Use

Required

Torx T-20 driver 5182-3465 Transfer line installation

Open-end wrenches:
• 7/16-inch (2)
• 5/16-inch

8710-0972
8710-0510

Swagelok fittings for gas connections, sample loop, 
and transfer line

Tubing cutter 8710-1709 Cut 1/8-inch gas supply plumbing

Precision tubing cutter 5190-1442 Cut 1/16-inch stainless steel tubing

Included

1/4-in. x 3/16-in. wrench 8710-2618 Transfer line installation

Column cutting wafer 5181-7487 Transfer line installation
The other necessary parts and tools are supplied with the 
new instrument.
Personnel needed for installation
The instrument is heavy. When lifting or moving the 
instrument, two persons are required.
Installation and First Startup



Installation 1
Parts supplied with the instrument
Installation and First Startup
The headspace sampler ships with consumables and 
hardware sufficient for typical installation and checkout. See 
Table 2 below.
Table 2 Parts supplied with the headspace sampler 

Description Part number Quantity Use

Wrench, open end 3/16-in. x 1/4-in. 8710-2618 1 Transfer line connection.

LAN cable 8121-0940 1 Communications.

Cable, APG remote, 9M/9M G1530-60930 1 Communications.

Flat bottom headspace vials, 20 mL, 100/pk 5182-0837 1 Checkout.

Crimp cap, headspace, Al, PTFE/Si septum, 
20 mm, 100/pk

5183-4477 Checkout.

Ergonomic manual crimper for 20 mm caps 5040-4669 Checkout.

Leak Test Kit G4556-67010 1

Vial Pressurization Connection Kit

Tubing, post-drawn, 1650 mm 1530-2239 1 Connect HS Vial Pressure fitting to the gas 
supply.

Nut, stainless steel, for 1/16-in. tubing 0100-0053 1 Connect the 1/16-in. end of the post-drawn 
tubing to the HS Vial Pressure fitting.

Ferrule set, stainless steel, for 1/16-in. tubing 0100-1490 1

Nut and ferrule set, 1/8-in. Swagelok, 
stainless steel

5181-7482 1 Connect the 1/8-in. end of the tubing to the 
gas supply.

Transfer Line Connection Kit

Fused silica, deactivated, .530 mm id x 5 m 
long

160-2535-5 1 Transfer line.

Fitting, internal reducer, 1/16-in. to 1/32-in. 0100-2594 1 Transfer line connection.

Ferrule, polyamide graphite 1/32-in. 0100-2595 1 Transfer line connection.

Transfer line support assembly G3504-60620 1 Support transfer line at GC inlet. Consists of 
bracket, clamp, and knurled thumbscrew.

Tubing, post-drawn, 1650 mm 1530-2239 1 Connect HS Carrier fitting to the gas supply 
from the GC inlet flow module.

Union SS 1/16-inch tubing 0100-0124 1 Connect the 1/16-in. end of the post-drawn 
tubing to the open end of the GC inlet carrier 
line.

Column cutting wafer 5181-7487 1 Trim fused silica transfer line.
7



1 Installation
Verify site preparation

Cap, 1/16-in., stainless steel 0100-0050 1 Cap the cut end of the SSL or MMI inlet 
carrier tubing.

Nut and ferrule set, 1/8-in. Swagelok, 
stainless steel

5181-7482 1 Connect the 1/8-in. end of the post-drawn 
tubing to the HS.

Nut, stainless steel, for 1/16-in. tubing 0100-0053 1 Cap the cut end of the SSL or MMI inlet 
carrier tubing.

Ferrule set, stainless steel, for 1/16-in. tubing 0100-1490 1

Septum retainer nut for transfer line G3452-60835 1 Support transfer line on GC SSL or MMI inlet

Liner, Direct Connect, 2 mm ID, deactivated 5181-8818 1 GC SSL or MM inlet liner for checkout.

O-Ring, 2-010, Fluoroelastomer, 10/pk 5188-5365 1 GC SSL or MM inlet liner O-ring.

Septa, 11 mm low bleed, 5/pk 5182-3413 1 GC SSL or MM inlet septum (for checkout).

Table 2 Parts supplied with the headspace sampler (continued)

Description Part number Quantity Use
8

Verify that the site has been prepared according to the site 
preparation manual. Sufficient bench space, power supply 
receptacles, supplies, gases, traps, required accessories, and 
so forth must be available. 
Prepare the GC and data system
If not already installed, install the gas chromatograph and 
verify its performance before beginning HS installation. 

• Install the GC.

• Install the data system.

• Verify GC and data system performance.

• Cool all heated zones in the GC to safe handling 
temperatures, especially the column oven and the inlet. 
HS installation requires carrier gas flow interruption, 
which can damage a hot column. HS installation requires 
contact with the GC inlet, which can be hot enough to 
cause burns.

• If you purchased the add- on HS control software, install 
it after installing the data system.
Installation and First Startup



Installation 1
Determine how you will connect the headspace sampler to the GC
Installation and First Startup
How you connect the headspace sampler to the GC depends 
on: 

• The GC model

• The GC inlet type

• Optional HS accessories

• Whether or not you need to also use this same GC inlet 
for other injection types (ALS or manual, for example)

See Table 3. Determine the connection best suited to your 
hardware and needs.
Table 3 Supported headspace sampler–GC connections and control modes 

Inlet type GC models Connection type Supports HS 
carrier mode(s)

Comments

Recommended configurations

Split/ 
splitless, 
Multimode

7890, 7820, 
6890, 6850, 
5975T

Transfer line through 
septum head

• GC controls 
carrier flow

• GC + HS 
(additive)*

• Standard configuration.
• Can be disconnected to support 

autosampler or manual injection.
• With GC control of carrier flow, HS must be 

On for non-HS injections.
• Supports frequent column changes.
Optional hardware:
• G4562A Carrier Gas EPC Module 

Accessory.
• G3521A 7890A S/SL MMI Weldment for 

Headspace (7890A, 5975T only).

* Requires G4562A Carrier Gas EPC Module Accessory
9



1 Installation
Split/ 
splitless, 
Multimode

7890 G3520A Transfer Line 
Interface Accessory

GC controls carrier 
flow

• Allows alternating HS and ALS usage, 
without hardware changes. 

• Transfer line bypasses septum, reducing 
cross-contamination between runs.

• Design reduces cold spots, improves 
performance for samples with analytes 
such as high weight alkenes (C40).

• Best performance for widest range of 
analyses.

• Supports frequent column changes.
• Reduces potential for leaks.
• With GC control of carrier flow, HS must be 

On for non-HS injections.
Required hardware:
• G3520A Transfer Line Interface Accessory.
• 1/16-inch stainless steel tubing.
Optional hardware:
• G4562A Carrier Gas EPC Module 

Accessory.

Volatiles 
interface

7890, 6890 Transfer line direct to 
volatiles interface

GC controls carrier 
flow

• No support for additive flow.
• High sensitivity.
• Allows small volume injections.
• Most inert choice.
• Not recommended for frequent column 

changes.
• Does not support ALS or manual injections.
Required hardware:
• Strain relief adapter.

Optional configurations

Split/ 
splitless, 
Multimode

7890, 7820, 
6890, 6850, 
5975T

Transfer line through 
septum head

• HS controls 
carrier flow*

• GC + HS 
(additive)*

• Can be disconnected to support 
autosampler or manual injection.

• Carrier flow control not as robust as control 
available using GC.

Required hardware:
• G4562A Carrier Gas EPC Module 

Accessory.

Table 3 Supported headspace sampler–GC connections and control modes (continued)

Inlet type GC models Connection type Supports HS 
carrier mode(s)

Comments

* Requires G4562A Carrier Gas EPC Module Accessory
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Installation 1
Purged 
packed

7890, 7820, 
6890, 6850

Transfer line through 
septum head

GC + HS (additive)* Purged packed inlet is not recommended for 
HS use. The flow rate through the transfer line 
needs to be high, which broadens peaks. If 
used, set only a small flow from the PP inlet 
(to sweep the inlet septum). Provide the main 
column flow using the HS additive flow.
• Supports frequent column changes.
• Can be disconnected to support 

autosampler or manual injection.
• Users will need to experiment with flows to 

optimize the analysis.
Required hardware:
• G4562A Carrier Gas EPC Module 

Accessory.

Cool 
on-column

7890, 6890, 
6850

Transfer line through 
septum head

GC controls carrier 
flow

Cool on-column inlet is not recommended for 
HS use. For most analytes, instead use a SSL 
or MMI and run the column up and through 
the transfer line to the HS 6 port valve. (Use of 
columns > 530 µm is not recommended in the 
transfer line. Larger id columns are not 
supported for this use.) If connecting the 
column directly to the HS sampling valve, for 
most analytes provide a small split flow so 
that the inlet provides a small amount to 
sweep septum, and let the HS provide most 
flow, for example 0.1:1. 
• The flow rate through the transfer line 

needs to be high, which broadens peaks. 
• Supports frequent column changes.
• Can be disconnected to support 

autosampler or manual injection, but 
realignment of ALS or change of inlet 
hardware may be required. 

• Users will need to experiment with flows to 
optimize the analysis.

• With the cool on-column inlet, the transfer 
line butts against column. This is not 
preferred.

Required hardware:
• G4562A Carrier Gas EPC Module 

Accessory.
• Cool on-column inlet hardware for transfer 

line size.

Table 3 Supported headspace sampler–GC connections and control modes (continued)

Inlet type GC models Connection type Supports HS 
carrier mode(s)

Comments

* Requires G4562A Carrier Gas EPC Module Accessory
Installation and First Startup 11



1 Installation
Any 
non-Agilent

any 
non-Agilent

User must determine 
connection method

• GC + HS 
(additive)*

• HS controls 
carrier flow

• Determine best modes and use cases 
based on similar Agilent hardware.

Required hardware:
• G4562A Carrier Gas EPC Module 

Accessory.

Table 3 Supported headspace sampler–GC connections and control modes (continued)

Inlet type GC models Connection type Supports HS 
carrier mode(s)

Comments

* Requires G4562A Carrier Gas EPC Module Accessory
12 Installation and First Startup



Installation 1
Install the GC consumables needed for HS checkout
Installation and First Startup
HS checkout requires the GC consumables listed in Table 4. 
Install them before installing the HS. See your GC user 
documentation for details.

Configure the column and any other items, as needed.

Table 4 GC consumables needed for HS performance verification 

Description Part number

GC checkout column:
7890, 7820, 6890: 
6850:
If using MS or MSD:
7890, 7820, 6890: 
6850:
5975T:

19091J-413
19091J-413E

19091S-433
19091S-433E
G3900-63001

Helium carrier gas

For split/splitless or multimode inlet

Liner 5181-8818*

Liner O-ring 5188-6405*

If using FID or NPD

Makeup gas Nitrogen or helium

If using µECD

Makeup gas Nitrogen or argon/methane

*Supplied with the HS.
13



1 Installation
Inspecting the Headspace Sampler
14
WARNING The instrument is heavy. Use extreme caution when handling the 
instrument. A two person lift is recommended. Failure to perform a 
two person lift may result in personal injury. 
Inspect the headspace sampler (HS) shipping container(s).

1 Inspect the shipping containers for damage. If a container 
is damaged or shows signs of stress, notify both the 
carrier and your local Agilent office.

Keep all shipping materials for inspection by the carrier.

2 Check the items received against the packing lists. If there 
are discrepancies, notify your local Agilent office 
immediately.

Keep the shipping containers until you have checked their 
contents for completeness and verified instrument 
performance.
Installation and First Startup



Installation 1
Place the Headspace Sampler on the Bench
Installation and First Startup
The HS requires a benchtop that can support its weight plus 
that of other equipment you will use with it. The area must 
be free of overhanging obstructions that might interfere with 
cooling and limit access to the top of the instrument.
WARNING The instrument is heavy. Use extreme caution when handling the 
instrument. A two person lift is recommended. Failure to perform a 
two person lift may result in personal injury. 
1 Remove the HS from its shipping box.

• Be careful when removing the packing foam from 
around the instrument. The foam also secures the 
transfer line.

2 Place the HS on the benchtop. Make sure gas and power 
supplies are accessible. Place other required equipment 
near the HS. Install only on the right side of the GC. 

3 Remove caps and packing.

Protective caps cover gas input and vent fittings on the 
back of the unit. 

Remove any packing tape that secures the transfer line 
against the instrument.

For the 12 vial model, lift the tray cover and remove any 
packing material from the tray.
15
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1 Installation
CAUTION The tray gantry in secured only by the foam packing material. Be 
careful when unpacking the tray. The gantry can move when you lift 
the tray.
4 Unpack the tray, if purchased. 

Check the tray for shipping tape and packing screws. 
Remove them. Packing screws will be labeled with a flag 
or ribbon for identification. Remove any tape or packing 
screws found.
Installation and First Startup



Installation 1
Install the Configuration Plug
Installation and First Startup
Before use, set the HS power configuration.
Verify the available power configuration
1 Locate the configuration plug that shipped with the 
headspace sampler. Compare the voltage shown on the 
configuration plug label with the laboratory line voltage. 
(For customers in Japan using 100 VAC, the unit is 
120 VAC with an external 100 V/200 V step up 
transformer.) See Table 5.

2 Locate the power cord that shipped with the headspace 
sampler. Verify the power cord is correct for the locale 
and voltage.

Table 5 Headspace sampler power configuration plugs

Part number Voltage Color

G4556-60390 120 VAC Brown

G4556-60400 200 VAC Red

G4556-60410 220 VAC Orange

G4556-60420 230 VAC Yellow

G4556-60430 240 VAC Violet
WARNING Measuring the mains voltage can expose you to hazardous 
electrical current. Only a trained technician should perform this 
step.
Measure the power outlet voltage and verify it meets the 
tolerance requirements listed in Table 6.
17





Installation 1

Installation and First Startup
1 Locate the cover plate for the AC board on the lower back 
right corner of the HS.

2 Loosen the T- 20 Torx screw in the cover plate and rotate 
the cover plate to expose the AC board. 

Screw

Hole for 
configuration 
plug label
19
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1 Installation
3 Install the configuration plug into the AC board 
(connector P4). See Figure 1.

Figure 1 Close up of AC board

4 Rotate the cover plate until it covers the plug. Reinstall 
the screw to secure in place. The power rating label can 
be seen through the cover plate. 

If the plate does not close, check the configuration plug.
Installation and First Startup



Installation 1
Install the Vial Tray (111 Vial Model Only)
Installation and First Startup
If you did not purchase the 111 vial 7697A Headspace 
Sampler model, skip to the next section.

The headspace sampler tray fits on the top right side of the 
instrument. Two rollers at the back of the tray slide into 
mounting clips on top of the HS chassis.
21
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1 Installation
1 Lift the tray and place onto the headspace sampler 
chassis so that the two rollers at the back of the tray rest 
on the HS chassis and the front of the tray is a few 
centimeters above the chassis.

2 Roll the tray back until the rollers engage the clips in the 
chassis. See Figure 2.
Installation and First Startup



Installation 1

Installation and First Startup
Figure 2 Placing the tray

3 Connect the tray control cables to the connectors in the 
chassis. See Figure 3. Route the control cables through 
the plastic clip on the chassis.

• Carefully remove the packing tape from the cables.

• When finished, check that the cables route through the 
clip.
23



24

1 Installation
Cable in clip

Cable connections
Figure 3 Connecting and routing the cables

4 Slowly lower the front of the tray. Align the vial oven 
access through- hole over the raised rim of the vial oven 
access port. The tray front aligns with the front of the 
instrument. The tray should be level and flat against the 
instrument chassis.
Installation and First Startup



Installation 1

Installation and First Startup
5 If needed, gently slide the gantry all the way to the back 
of the tray.

6 Install the 3 vial racks into the tray.
25



1 Installation
Connect Cabling
26
1 Connect the power cable. See Figure 4.
8121-0940

G1530-60930
Figure 4 Back panel connections

2 Connect the LAN cable. See Figure 4.

3 Connect the APG Remote cable. See Figure 4 through 
Figure 7.
Installation and First Startup



Installation 1
Cabling diagrams for Agilent GCs
Installation and First Startup
Figure 5 HS–GC (LAN)–PC

Figure 6 HS–GC (GPIB)–PC

GC:
7890A, 7820A, 6890 

with LAN, 6850,
5975T LTM 
GC/MSD

HS
PC LAN switch 

or hub

LAN cable 8121-0940

LAN cable 8121-0940*

LAN cable 
8121-0940

G1530-60930*
APG Remote 
cable

*Included in ship kit.

GC
6890A GPIB

HS
PC LAN switch 

or hub

LAN cable 
8121-0940

LAN cable 8121-0940*

G1530-60930*
APG Remote 
cable

*Included in ship kit.
27
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1 Installation
Figure 7 HS–GC (LAN)–PC–MS (or MSD)

GC
7890A, 7820A, 

6890 with LAN, 
6850

HS
PC

LAN switch 
or hub

G1530-61200
APG Remote Y-cable

MS or 
MSD

LAN cable 8121-0940 (4 each)

One LAN cable 8121-0940 included in HS ship kit. If purchased as a 
complete system (MS/MSD + GC + HS), one G1530-61200 is included in 
the ship kit.
Other systems
Use the Agilent general purpose remote start/stop cable, 
G1530- 60560, to synchronize an Agilent product and a 
non- Agilent product. See Figure 8 and Figure 9.

Figure 8 HS–GC (LAN)–PC–MS (or MSD)

non-Agilent HS
PC LAN switch 

or hub

LAN cable 
8121-0940

G1530-60560
General purpose 
remote cable

LAN cable 8121-0940*

*Included in ship kit.
Installation and First Startup



Installation 1

Installation and First Startup
Figure 9 General purpose remote start/stop cable, Agilent product to 
non-Agilent product

To ensure compatibility when connecting to a non- Agilent 
product, a detailed knowledge of signal levels, driver and 
receiver circuitry, and timing is necessary. 

Table 7 Cable pinouts, general purpose remote start/stop cable 

Wire color Signal name

Black Ground

White Prepare (low true)

Red Start (low true)

Green Start relay

Brown Start relay

Blue Not used

Orange Ready (high true input)

Yellow Stop (low true)

Violet Not used
29



1 Installation
Connect Gas Supplies
30
NOTE Agilent recommends installing shutoff valves (not supplied) near the vial 
pressurization and carrier gas fittings. Using the valves provides a fast way 
to isolate the HS during troubleshooting and periods of inactivity.
Agilent provides hardware to plumb the instrument gases as 
shown in Figure 10. In this example, the HS connects to a 
7890A GC through the inlet septum. The GC provides carrier 
gas control. The vial pressurization gas is connected to a 
different supply than the carrier gas.
Carrier gas 
supply 
(N2, He, H2, 
Ar/Me)

1/16-inch union
0100-0124

Swagelok cap at inlet

Carrier gas from 
GC inlet

Vial 
pressurization 
gas supply 
(N2, He)

1530-2239 Tubing, post 
drawn, 1650 mm

1/8-in. flare

1530-2239 Tubing, post 
drawn, 1650 mm

1/8-in. flare

Vi
al

 p
re

ss
ur

e 
1/

16
-in

.

Ca
rri

er
 1

/8
-in

.

Ve
nt

 1
/8

-in
.

Figure 10 Standard plumbing configuration

See Table 8 for a summary of the acceptable gas types for 
the HS.
Installation and First Startup



Installation 1

Installation and First Startup
Table 8 Acceptable gases for HS use 

Gas type Vial pressurization Carrier

Helium Yes Yes

Nitrogen Yes Yes

Hydrogen No Yes

Argon (5%)/Methane (95%) No Yes
Connect the vial pressurization gas

NOTE The procedures below assume the standard configuration: Plumbing as 
shown in Figure 10, with GC carrier gas control using the inlet EPC module. 
These procedures also assume that the GC is already plumbed and 
operating, and that the GC is plumbed for helium carrier gas.

If your setup is different, connect your gases accordingly.
Materials needed:

• 1/8- inch Swagelok nut and ferrule set, stainless steel

• 1/16- inch Swagelok nut and ferrule set

• 1/16- inch to 1/8- inch flared stainless steel tubing, 
1650 mm long

Tools required:

• 7/16- inch open- end wrenches

• 5/16- inch open- end wrenches

• Precision tubing cutter

For details on making Swagelok connections, see “Making 
Swagelok Connections.”
WARNING Use only helium or nitrogen as vial pressurization gas. Never use 
flammable gases for vial pressurization. Flammable gases create 
an explosion hazard if used for vial pressurization. 
1 Turn off the vial pressurization gas supply.

2 Use the 1/8- inch Swagelok nut and ferrules to connect 
the 1/8- inch flared end of the stainless steel tubing to the 
gas supply.
31
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1 Installation
3 Use the 1/16- inch nut and ferrules to connect the 
1/16- inch end of the stainless steel tubing to the Vial 
Pressure fitting on the back of the HS.

4 Turn on the vial pressurization gas supply and set the 
source pressure to 410 kPa (60 psi).

5 Check for leaks in all external fittings. Correct any leaks 
before continuing.
Connect the carrier gas (using GC inlet carrier control)
Materials needed:

• 1/16- inch Swagelok union, stainless steel

• 1/16- inch Swagelok cap, stainless steel

• 1/8- inch Swagelok nut and ferrule set, stainless steel

• 1/16- inch Swagelok nut and ferrule set, stainless steel

• 1/16- inch to 1/8- inch flared stainless steel tubing, 
1650 mm long

Tools required:

• 7/16- inch open- end wrenches

• 1/4- inch open- end wrenches

• Precision tubing cutter

Before beginning, make sure the GC oven is cool. You will 
need to stop GC carrier gas flow. Stopping GC carrier flow 
can damage a hot column.
NOTE The procedure below assumes a 7890A GC with a multimode or 
split/splitless inlet. Other instrument types are similar. 
NOTE This procedure assumes that you will manually splice the HS into the 
carrier gas stream. If you have purchased accessory G3521A, 7890A S/SL 
MMI Weldment for Headspace, you will skip some steps. See below. This 
procedure does not discuss installation using other accessories or inlet 
types.
1 If on, turn off the carrier gas supply.

2 Remove any ALS injectors and the GC detector cover from 
the GC.
Installation and First Startup



Installation 1

Installation and First Startup
3 Remove the GC pneumatics cover. (You may need to 
disconnect any vent lines.)

If you purchased the G3521A 7890A S/SL MMI Weldment for Headspace, install it 
NOTE now. Skip step 4.
4 Splice into the inlet carrier gas tubing.

a Locate the inlet carrier gas line. The inlet carrier gas 
line is a 1/16- inch stainless steel tube that runs from 
the inlet EPC module to the inlet, usually beside the 
inlet carrier cover on the oven top. For split/splitless 
and multimode inlets, there is also a stainless steel 
septum purge vent line. The septum purge vent line is 
larger in diameter, and runs to the septum purge vent 
on the EPC module.

b Using the precision tubing cutter, cut the carrier gas 
line leading into the inlet at approximately 3 to 5 cm 
from the septum head.

Carrier gas line is 1/16-inch id. 
It is always slightly smaller than 
the septum purge line.

Septum purge gas line is slightly 
larger than the carrier gas line.

7890A Multimode inlet shown. Other inlets similar.  
CAUTION Cut the tubing as square as possible. Be careful to avoid kinks in the 
tubing. Avoid deforming the tubing. The cut should not be beveled or 
angled.
33
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1 Installation
c Plug the inlet carrier line at the septum head using the 
1/16- inch Swagelok nut, ferrules, and cap assembly 
provided in the ship kit. 

5 Install the male half of a 1/16- inch union onto the open 
end of the carrier gas tubing coming from the inlet EPC 
module. 
NOTE When completed, you should be able to reassemble the original carrier 
flow path by removing the cap from the plug, then connecting the two 
ends of the tubing.
6 Use the other half of the 1/16- inch Swagelok union to 
connect the carrier gas tubing from the EPC module 
(prepared in step 5) to the smaller (1/16- inch) end of the 
flared stainless steel tubing.

7 Use a 1/8- inch Swagelok nut and ferrules to connect the 
larger end of the flared stainless steel tubing to the 
Carrier fitting on the HS.

8 Turn on the carrier gas supply. Set the delivery pressure 
to 550 kPa (80 psi). 

9 Check for leaks in all external fittings. Correct any leaks 
before continuing.
Installation and First Startup



Installation 1
Connect the Transfer Line to the GC
Installation and First Startup
This procedure describes installation of the fused silica 
transfer line provided with the instrument. If you have 
purchased a different transfer line, you can install it instead 
of the 530 µm line listed below. Refer to the Maintenance 
manual for part numbers and procedures.

Materials needed:

• 1/16- inch internal reducer union

• 530- µm fused silica column

• 11- mm septum

• Septum nut adapter (G3452- 60835)

Tools needed:

• 3/16- inch open end wrench

• 1/4- inch open end wrench

• Column cutting wafer
35

../Maint/manual.html


1 Installation
Install the transfer line to the Headspace
36
CAUTION Wear clean, lint-free gloves to prevent contamination of parts with 
dirt and skin oils.
1 Remove the front pneumatics cover.

a Remove the T- 20 screw that secures the cover in place.

b Pull the cover away from the chassis, then lift to 
remove.

Front pneumatics cover
Installation and First Startup



Installation 1

Installation and First Startup
2 Lift the valve thermal enclosure straight up from the HS. 
37
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1 Installation
3 Depending on your hardware configuration, do one of the 
following: 

• Remove the valve cover (Figure 11). Completely loosen 
the two T- 20 Torx screws, and remove the valve cover.

• Remove the valve/loop cover (Figure 12). Completely 
loosen the three T- 20 Torx screws, and remove the 
valve/loop cover.
Valve cover
Figure 11 The valve cover

Figure 12 The valve/loop cover
Installation and First Startup



Installation 1

Installation and First Startup
4 The transfer line will install in the valve port at the 
10 O’clock position, as shown in the figure below (valve 
port 3). Remove the 1/16- inch plug. Save the plug for 
future use.
Sample loop

Sample loop
Carrier gas line

10 O’Clock 
position

6 port valve

Vial pressurization gas 
line

Sample probe
5 Disassemble the 1/16- inch internal reducer provided in 
the HS ship kit. 

Figure 13 Internal reducer parts

3/16-inch nut

Polyimide ferrule

1/4-inch nut

Stainless steel ferrule

1/16-inch tube
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1 Installation
WARNING Wear safety glasses to protect your eyes from flying particles 
while handling, cutting, or installing glass or fused silica capillary 
columns. Use care in handling these columns to prevent puncture 
wounds.
6 Slide the stainless steel ferrule over the 1/16- inch tube 
end of the reducer, then install into the open valve port 
(at 10 O’clock). Finger- tighten, then tighten 1/4- turn 
more.
Installation and First Startup



Installation 1

Installation and First Startup
7 Remove the protective cap from the transfer line.

8 Depending on the type of tubing you are using in the 
transfer line, do the following:

Uncoated deactivated fused silica tubing: Uncoil about 
1 m of the 530 µm uncoated deactivated fused silica 
tubing.

ProSteel tubing: Cut a ProSteel metal capillary (0.53 mm 
ID with maximum OD of 0.67 mm) to approximately 1 m 
in length using a precision tubing cutter.

9 If using ProSteel tubing and you intend to operate at 
temperatures 200 °C and higher, you must use the 
ProSteel protective sleeve with the ProSteel tubing. 
Without the ProSteel protective sleeve, the ProSteel tubing 
can permanently bind to the heated conduit tube. If using 
fused silica tubing, skip this step.

To install the ProSteel protective sleeve: 

a Trim the ProSteel protective sleeve to match the length 
of the transfer line (approximately 1 m), plus or minus 
a few millimeters. 

b Straighten the ProSteel tubing and protective sleeve.

c Slide the ProSteel tubing into the protective sleeve. 
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1 Installation
10 Working from the open end that will connect to the GC 
(not the end near the 6 port valve), gently slide the 
tubing through the transfer line until it appears out the 
end near the 6 port valve.

If using ProSteel tubing with protective sleeve, make sure 
the protective sleeve protrudes a few millimeters from 
both ends of the transfer line for easy removal.

11 Gently grasp the tubing at the HS end and gently push 
and pull the tubing to verify that it is unbroken in the 
transfer line. The tubing should move back and forth. 

12 Assemble the 3/16- inch nut and polyimide ferrule onto 
the tubing as shown below. Be sure to use the appropriate 
nut and ferrule supplied with the capillary in use.

3/16-inch nut

Polyimide ferrule

Tubing
Installation and First Startup



Installation 1

Installation and First Startup
13 Use a column cutter to trim approximately 1 cm from the 
leading edge of the tubing. 
NOTE For detailed instructions on how to trim a fused silica column, refer to your 
HS maintenance manual or the GC maintenance manual. 
14 Insert the tubing into the internal reducer and loosely 
install the 3/16- inch nut. Do not tighten yet. 
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